
8550-050515 

Engine Starter Product # 8550 

Provides quick starts in cold, damp weather 
 

This aerosol contains special potent ingredients designed to stimulate engines for quick starts in extreme cold temperatures.  
It can be used on 2-cycle and 4-cycle engines, as well as both gasoline and diesel engines. Additional high-endurance 
lubricants also protect engines from corrosion while preserving batteries and ignition systems by minimizing crank time 
during start-up. 
 
 

Use With All Gasoline And Diesel Engines: 
⚫ Effective in extreme cold temperatures ⚫ Difficult damp, wet weather starting 
⚫ Lubricants prevent corrosion ⚫ Preserves battery and ignition system 
 

 
Features and Benefits 
⚫ Quick starts, even in the coldest weather. 
⚫ Effective to -65º F. 
⚫ Use with 2- and 4-cycle engines. 
 

 

Directions Complete directions on product label 
Simply spray into the air cleaner or carburetor for 2-3 seconds.   
Repeat procedure up to three more times if the engine still fails to 
start.  
 
 

 

 

Safety 
Danger: Extremely Flammable. Harmful if swallowed. May irritate eyes and skin. Keep out of the reach of children 

 
HMIS® Hazard Identification System: Health: 3 Flammability: 4 Reactivity: 1 

 
 
 
 
 
 
 

 
 
 
 
 

 

 
 

 

Properties  

Appearance....……………. Cclear liquid 

Fragrance………………… Strong ether odor 

Propellant....……………... Hydrocarbon 

Spray Pattern…………….. Aerosol Spray 

Active Ingredients CAS Number 
Heptane ……………………………………………………………………………………...….……………… 142-82-5 
Diethyl ether ……………………………………………………………………………………………………. 60-29-7 

Hydrotreated Naphthenic Distillates………………………………………………….….…....……………… 64742-52-5 

Carbon Dioxide ………………………………………………………………………………………………… 124-38-9 

  

DOT Shipping   (ground transportation) 
Proper Shipping Name: Consumer Commodity 
Class: ORM-D 
ID Number: None 
Package Group: None 

Quantities 

20 ounce can 

11 ounce net weight 

12 cans per case 
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